
 

 

 
 
 
 

 
SE30 SideEntry 
  
 
 
High Speed solution 

· For total cycle times under 2s 

· Highly dynamic drive system 

· Familiar programming with EasySoft from GHS 

· Programming assistant 

· For injection moulding machines up to 5000 kN 
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Bild von PME, Belgien  

 

Measured cycle (SE30) 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

 
Axis 
 

 
Designation 

 
Stroke (mm) 

 
V max. (m/s) 

 
Weight 

 
Z 
 

 
Transverse 
stroke 

 
2000 
2400 
2800 
 

 
V_max 4.5 m/s 

a_max 60 m/s2 

Arm + 
6kg 

 
Z 

 
Transverse 
stroke 

 
2000 
2400 
2800 

 
V_max 4.5 m/s 

a_max 30 m/s2 

100 kg 
without 
arm 

 
C 

 
 

 
0 – 180° 

 
V_max 7200°/ s 

a_max 70000°/ s 2 

 
6 kg  

 

 
Dry running period with 
 6 kg weight 

(with arm) 
100 kg weight 
(without arm) 

Time of action 0.62s 0.82s 
Total cycle-time 1.8s 2.7s  

 
Standard technical specification 
 
· Z and C axis with AC servo motors  
· Repeatability : ±0.1 mm  
· Arm, part and gripper weight together: up to 100.0 kg  
· Mains voltage: 400-480 V (50/60 Hz)  
· Power rating: 3500 VA  
· Compressed air supply: 6 bar 
· Two compressed air circuits and a supply line 
· Freely programmable EasyControl including all EasyTeach hand 

operated devices. 
· All the standard Euromap 67 signals (Injection moulding machine 

interface) 
· EEC socket switched for conveyor 
· Tool protection by means of a switch (S918) 
· Peripheral connection for external I/O modules 
        (Expandable to 256 inputs and 256 outputs) 
· Protective door monitoring (SUVA certified) 
· PC power connection cable 
· Water cooling system 

 
 

· Standard user programming 
· Interface and mains cable 6m 
· Protection class IP 54 
· Standard painting RAL9016 
 
Options 
· ComfortTouch 
· Additional compressed air and vacuum circuits 
· PC programming software (offline) EasySoft  
· Linking of the hardware by means of Ethernet  
· CAN islands for controlling the peripheral devices  
· Ethernet connection for PC programming software  

                (Switch in control cabinet) 
· USB port for program backup 
· Upgrade Kit ComfortControl, ComfortTouch included 

for graphic user interface (in place of EasyControl) 
· Up to 4 additional AC servo motors 
· Euromap 12 
· Further options upon request 

  
 

All indications and images are without guarantee and can change at any time. 
 

Picture of PME, Belgium 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Picture of PME, Belgium 
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Headquarter 
GHS Automation AG 
Steinhaus, CH-3150 Schwarzenburg 
Tel. +41 (0)31 734 31 11 
Fax: +41 (0)31 734 31 00 
E-mail: info@ghsautomation.com 
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